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EXPLANATORY NOTES

Charts and Positions The Notices in section II give instructions for the corrections of Indian and Admiralty Charts
including the information on new Indian Charts and Publications. Geographical positions refer to the horizontal datum
of the current edition of the largest scale chart unless otherwise stated. Bearings are true reckoned clockwise from 000°
to 359°; those relating to lights are from seaward. Symbols referred to are those shown on the chart 5020.

Alterations to depth contours, deletion of depths to make way for new detail, etc; are not mentioned
unless they have some navigational significance.

Blocks and notes, if any, accompanying notices in Section II are placed after Section VIII.

Temporary and Preliminary Notices These are indicated by (T) and (P) after the notice number and are placed in
Section III. A list of those in force published quarterly and text are published in Annual Edition of Indian Notices to
Mariners. Charts are not corrected for them before issue, they should be corrected in pencil

on receipt.

Original Information A star adjacent to the number of a notice indicates that the notice is based on original
information.

Sailing Directions Corrections or the sailing Directions are given in Section VI. A summary of corrections in force will
be issued in Section VI of the Edition dated 1st January, 1st April, 1st July and 1st October.

Lights When a light is affected by a notice its Lights List number is quoted. The correction of the Light List is given in
Section VII and should be incorporated as per instructions given on page 11 of the list of Lights. It may be published in
earlier or later Edition than the chart correcting notice.

The range of a light is the nominal range; geographical range is given in parenthesis if less than the
nominal range.

Radio Signals The corrections in Section VIII should be cut and pasted in the appropriate volumes of the List
of Radio Signals.

Radio Navigational Warnings Updating information is published by fortnightly Notices to Mariners supplemented by
the radio warnings for items of immediate importance. It should be borne in mind that they may be based on reports
which can not always be verified before promulgation, and that is some time necessary to be selective and promulgate
only the more important items to avoid over loading users; the reminder being included in the revised Edition of the
charts and publications concerned.

Laws and Regulations While in the interest of the safety of shipping, the Hydrographic Office makes every endeavour
to include in its publications details of the laws and regulations of all countries pertaining to navigation, it must be
clearly understood: -

(a) that no liability whatsoever can be accepted for failure to publish details of any particular law or
regulation, and
(b) that publication of details of a law or regulation is solely for the safety and convenience of

shipping and implies no recognition of the International validity of the law or regulation.

Correction of Charts and Publications by the users Indian Notices to Mariners contains important information and
should be used to keep the specified charts and books up to date.

THE USE OF CHARTS AND ASSOCIATED PUBLICATIONS

Reliance on Charts and Associated Publications While every effort is made to ensure the accuracy of the information
on Indian charts and other publication, it should be appreciated that it may not always be complete and up-to-date. The
mariners must be the final judge of the reliance he can place on the information given, bearing in mind his particular
circumstances, local pilotage guidance and judicious use of available navigational aids.

The positions of Hydrographic objects shown on the Indian charts and publications are given in Everest da-
tum. However, the positions of vessels obtained from Global Positioning System (GPS) are on World Geodetic System
1984 datum. There will always exist variation in position obtained by visual fixing (Everest Datum) and GPS position
(WGS 84 datum). Before plotting GPS positions on charts, datum shift values given on the chart are to be applied in
order to agree with the charted position. These datum shift values are not uniform, particularly in areas off Andaman &
Nicobar and Lakshdweep Islands, as these places are not strictly adjusted to mainland network (datum). Mariners are



advised to use alternate source of position information particularly when closing the shore or navigating in the vicinity
of danger.

Charts Charts should be used with prudence; there are areas where the source data are old incomplete or of poor qual-
ity. The mariners should use largest scales appropriate for his particular purpose; apart from being the most detailed,
the larger scale are usually corrected first. When extensive information (such as new hydrographic survey) is received,
some months must elapse before it can be fully incorporated in published charts.

On small-scale charts of ocean areas where hydrographic information is, in many cases still sparse, charted
shoal may be in error as regards position, least depth and extent. Undiscovered dangers may exist particularly away
from well-established routes.

Further Guidance The mariner’s Hand Book (NP 100) gives full explanation of the limitation of charts. In their own
interest, all users should study it.
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INDEX OF CHARTS AFFECTED
(Edition No. 14 dated 15 July 2003)

INDIAN Folio Notice No. ADMIRALTY Chart Folio Notice No.
Chart No. No. No. No.
41 6 277
203 2 272,274 ?‘2%3 38 g;g
2028 3 275 1353 45 277
2055 2 274 2056 46 278
2063 4  282(P) 2149 46 278,279
2068 2 274 2403 45 281
3007 5 276 2777 45 277
7703 (INT 703) 1 272 3492 32 272
3729 45 278
3833 45 281
3919 45 277
4030 45 283(P)
4031 45 283(P)
4032 46 283(P)
4038 46 281
4039 46 281
4040 46 281
4043 46 280
4044 46 280
5502 32 281



II
PERMANENT NOTICES

*272 (14/03) MISCELLANEOUS UPDATES TO CHARTS

Chart No. Last Details
Correction
203 (266/03) Refer INM 266/03

amend position 22° 22'.6N., 68° 56'.7E. to 22° 22'.1N., 68° 56'.9E.

7703 (INT 703)  (217/03)  Refer INM 217/03
amend serial (w) 00° 34'.800N., 77° 20'.000E. to 00° 34'.800S., 77° 20'.000E.

B.A.3492 (257/03) Refer INM 257/03
amend previous update 242/02 to 117/03
(NHO, Dehradun:HJ/NM/Pub)

273 (14/03) IRAN - Khowr-e Musa Southwards — Nowrouz Oilfield Northwestwards — Depths

Source: B.A. Notice 2835/03

HJ/1133/90

B.A. Chart 1268 [Previous update 188/03] UNDETERMINED DATUM

Insert depth 75 29° 44'.54N., 49° 05'.40E
depth 8, enclosed by 10m contour 29° 41'.98N., 49° 05'.40E
depth 8 extend 10m contour N. to enclose 29° 39'.54N., 49° 04'.83E
depth 95 enclosed by 10m contour 29° 45'.33N., 49° 08'.70E
depth 9 enclosed by 10m contour and extend 15m
contour NE. to enclose 29° 41'.90N., 49° 09'.88E

*274 (14/03) INDIA — West Coast — Approaches to Okha — Least Sounding, Rock.

Source: RoS A-204, INS Nirdeshak

HJ/1131/20

Chart 2055 [Previous update 189/03] EVEREST DATUM

Insert 0.3m 22°42'.60N., 69° 19'.79E

Chart 2068 [ Previous update 200/03] EVEREST DATUM

Insert o 22°27"71N., 69° 26'.05E
0.3m 22°42'.60N., 69° 19'.79E

g:jg Bubasir Rk, centred on: 22°30".44N., 69° 26'.25E

Delete ;‘:} Bubasir Rk, centred on: 22°30".30N., 69° 26'.30E

Chart 203 [Previous update 272/03] EVEREST DATUM

Insert o 22° 27" 71N., 69° 26'.05E
0.3m 22°42'.60N., 69° 19'.79E
g% Bubasir Rk, centred on: 22°30'.44N., 69° 26'.25E

Delete iv::g Bubasir Rk, centred on: 22°30'.30N., 69° 26'.30E



II

*275 (14/03) INDIA — West Coast — Approaches to Ratnagiri — Jetty, Dolphins, Conspicuous object

Source: Hydrographic note INS Nirdeshak

HJ/1030/69
Chart 2028 [Previous update 335/95] EVEREST DATUM
Insert T shaped jetty, single firm line , joining 16° 53'.51N., 73° 16'.90E. (shore)

16° 53'.35N., 73° 16'.90E.
thence in direction 270° and 90° for

28meters

four, ! Dn Two on either side, 45 and 60 metre away
from jetty end.

& Factory 16° 59.95N., 73° 18'.26E.

16° 59'.14N., 73° 18' 47E.

*276 (14/03) INDIA - East Coast — Nagapattinam Anchorage — Restricted area, legend, note

Source: Tamilnadu Maritime Board

HJ/1029/00
Chart 3007 [Previous update 135/03] EVEREST DATUM
Insert limit of restricted area, -+, joining 10° 49'.35N., 79° 51'.17E (shore)

10° 49'.35N., 79° 52'.00E
10° 49'.50N., 79° 52'.00E
10° 49'.50N., 79° 51'.20E (shore)

legend, see note, centred on: 10°49'.38N., 79° 51'.60E

the accompanying note, centred on: 10° 41'.45N., 79° 50'.07E

Chart 3007 (plan Nagore) [Previous update 135/03] EVEREST DATUM

Insert limit of restricted area, -+, joining: 10° 49'.35N., 79° 51'.17E (shore)
10° 49'.35N., 79° 52'.00E
10° 49'.50N., 79° 52'.00E
10° 49'.50N., 79° 51'.20E (shore)

legend, see note, centred on: 10° 49'.38N., 79° 51'.60E
277 (14/03) INDONESIA - Sumatera — North-East Coast — Tanjung Jamboaye Eastwards — Moored storage
tanker.
Source: B.A. Notice 2906/03
HJ/928/51
Chart 41 [Previous update 246/03] EVEREST DATUM
Insert (lighted) 5°18'93N., 98° 02'.80E
B.A. Chart 1353 [Previous update 110/03] UNDETEMINED DATUM
Insert (lighted) Langsa Venture 5° 18'.93N., 98° 02'.80E
B.A. Chart 2777 [Previous update 218/03] UNDETEMINED DATUM
Insert (lighted) Langsa Venture 5° 18'.93N., 98° 02'.80E
B.A. Chart 3919 [Previous update 110/03] UNDETEMINED DATUM
Insert (lighted) Langsa Venture 5° 18'".93N., 98° 02'.80E



II

278 (14/03) INDONESIA — Jawa — North Coast — Pulau — Pulau Seribu Northwestwards — Restricted area
Source: B.A. Notice 2785/03
HJ/927/43
B.A. Chart 2056 [ Previous update 173/03] UNDETERMINED DATUM
Insert X (a) 5° 14'.0S., 106° 35'.0E
(b) 5°14'.5S., 106° 18'.8E
(c) 5°30'.5S., 106° 15'.6E
5°31'.0S., 106° 35'.0E
Delete legend, Entry Restricted, centred on: (a) above
(b) above
(c) above
B.A. Chart 2149 [Previous update 195/03] UNDETERMINED DATUM
Insert X 4°36'.58S., 106° 40'.0E

(a) 5°07'.18S., 106° 20'.0E
(b) 5° 18'.8S., 106° 35'.2E
(c) 5°30'.9S., 106° 15'.0E

Delete legend, Entry Restricted, centred on: 4°37'.5S.,106° 38'.5E
(a) above
(b) above
(c) above
B.A. Chart 3729 [Previous update 195/03] UNDETERMINED DATUM
Insert X (a) 5°19'.1S., 106° 35'.0E
5° 31'.0S., 106° 35'.0E
Delete legend, Entry Restricted, centred on: (a) above
279 (14/03) INDONESIA - Jawa — Java sea — Beting Eka Eastnortbeastwards — Platform

Light List Vol. K 1044.98
Source: B.A. Notice 2786/03

HJ/927/42
B.A. Chart 941A [Previous update 113/03] UNDETEMINED DATUM
Insert L] (lighted) 5°03'.38S.,107° 29'.2E

B.A. Chart 2149 [Previous update 278/03] UNDETEMINED DATUM
Insert [ (lighted) LC 5°03'.3S.,107° 29'.2E



II

280 (14/03) JOHOR STRAIT - Singapore — Pulau Ubin Eastwards and Southeastwards — Depths.

Source: B.A. Notice 2904/03

HJ/927/15

B.A. Chart 4043 [Previous update 203/03] WGS 84 DATUM

Insert depth 712 (a) 1°23'.21N., 104° 00'.68E
depth /24 enclosed by 15m contour (b) 1°23'33N., 104° 00'.99E
depth 17, (c) 1°23'.59N., 104° 00'.35E
depth /85 enclosed by 20m contour 1°24'.13N., 104° 00".62E
depth 16, (d) 1°24'.77N., 104° 00'.27E
depth /7; enclosed by 20m contour 1°24'92N., 104° 00".13E
depth 154 (e) 1° 25".00N., 104° 00".08E

Delete depth 712, close SE. of (a) above
depth 75, close N. of (b) above
depth 184 close SW. of (c) above
depth 17; close S. of (d) above
depth /6, close SW. of (e) above

B.A. Chart 4044 [Previous update 203/03] WGS 84 DATUM

Insert depth 72 (a) 1°23'.21N., 104° 00'.68E
depth /24 enclosed by 15m contour (b) 1°23'33N., 104° 00'.99E
depth 17, (c) 1°23'.59N., 104° 00'.35E
depth /85 enclosed by 20m contour 1°24'.13N., 104° 00'.62E
depth 16, (d) 1°24'.77N., 104° 00'.27E
depth /7; enclosed by 20m contour 1°24'92N., 104° 00".13E
depth 154 (e) 1° 25".00N., 104° 00".08E

Delete depth 712, close SE. of (a) above
depth 75, close N. of (b) above
depth 184 close SE. of (¢) above
depth 17; close S. of (d) above
depth /6, close SW. of (e) above

281 (14/03) SINGAPORE STRAIT — Indonesia and Singapore — Pulau Pemping Besar to Jurong Island —

Submarine pipeline
Source: B.A. Notice 2734/03

HJ/927/16
B.A. Chart 2403 [Previous update 247/03] WGS 84 DATUM
Insert Submarine pipeling -« -+, joining 1° 06'.51N., 103° 47'48E. (shore)

1° 06'.85N., 103° 47'.30E.
(a) 1°07'.00N., 103° 47'.08E.
(b) 1°06'.67N., 103° 45'51E.
1° 06'.66N., 103° 44'.97E.
1° 07'.50N., 103° 43'.27E.
(existing pipeline)
legend, Gas along (a)-(b) above



II

281 (14/03) SINGAPORE STRAIT - Indonesia and Singapore — Pulau Pemping Besar to Jurong Island —
Submarine pipeline (continued)
B.A. Chart 3833 [Previous update 247/03] WGS 84 DATUM
Insert Submarine pipeling -« -+« , joining 1° 06'.51N., 103° 47'.48E. (shore)
1° 06'.85N., 103° 47'.30E.
1°07'.00N., 103° 47'.08E.
(a) 1°07'.0IN., 103° 46'.81E.
(b) 1° 06'.67N., 103° 45'.51E.
1° 06'.66N., 103° 44'.97E.
1° 06'.81N., 103° 44' 45E.
1° 07'.59N., 103° 43'.03E.
(existing pipeline)

legend, Gas (see Note) along (a)-(b) above
B.A. Chart 4038 [ Previous update 202/03]1 WGS 84 DATUM
Insert Submarine pipeling -« -+« , joining 1° 10".80N., 103° 40'.33E.
(S. border)

1° 11'.80N., 103° 40".33E.
1° 12'.07N., 103° 40".37E.
1° 12'.32N., 103° 40'.48E.
1° 12'.70N., 103° 40".70E.
(E. border)

B.A. Chart 4039 [Previous update 202/03] WGS 84 DATUM

Insert Submarine pipeling -« -+, joining 1° 06'.51N., 103° 47'48E. (shore)
1° 06'.85N., 103° 47'.30E.
1°07'.00N., 103° 47'.08E.

(a) 1° 07".0IN., 103° 46'.81E.
(b) 1° 06'.67N., 103° 45'.51E.
1° 06'.66N., 103° 44'.97E.
1° 06'.81N., 103° 44' 45E.
(c) 1° 07".59N., 103° 43'.03E.
(d) 1° 08".43N., 103° 41'.65E.
1° 08'.76N., 103° 41'.22E.
1° 08'.97N., 103° 41'.05E.
1° 09'.73N., 103° 40'.76E.
1° 10".46N., 103° 40'.40E.
(e) 1° 10".72N., 103° 40'.33E.
() 1° 11'.80N., 103° 40'.33E.
1° 12'.07N., 103° 40'.37E.
1° 12'.32N., 103° 40'.48E.
1° 13".01IN., 103° 40'.90E.
1° 13'.55N., 103° 41'.50E.
1° 13".70N., 103° 41'.60E.
(N. border)
legend, Gas (see Note) along (a)-(b) above
along (c)-(d) above
along (e)-(f) above
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281 (14/03) SINGAPORE STRAIT - Indonesia and Singapore — Pulau Pemping Besar to Jurong Island —

Submarine pipeline (continued)
B.A. Chart 4040 [Previous update 202/03] WGS 84 DATUM

Insert Submarine pipeling -« -+« , joining 1° 07'.40N., 103° 43'.35E.
(S. border)

(a) 1°07.59N., 103° 43'.03E.

(b) 1°08'.43N., 103° 41'.65E.
1° 08'.76N., 103° 41'.22E.
1° 08'.97N., 103° 41'.05E.
1° 09'.73N., 103° 40".76E.
1° 10".46N., 103° 40'.40E.
1° 10'.72N., 103° 40'.33E.
1° 11'.80N., 103° 40'.33E.
1° 12'.07N., 103° 40".37E.

(c) 1° 12'.32N., 103° 40'.48E.

(d) 1° 13'".01N., 103° 40'.90E.
1° 13'.55N., 103° 41'.50E.
1° 14'.02N., 103° 41'.78E.
1° 14'.28N., 103° 41'.83E.
1° 15".09N., 103° 41'.88E. (shore)

legend, Gas (see Note) along (a)-(b) above

along (c)-(d) above

B.A. Chart 5502 (plan, Singapore and Singapore Strait) [Previous update 108/03] WGS 84 DATUM
Insert Submarine pipeling -« -+, joining 1° 06'.51N., 103° 47'48E. (shore)
1°07'.00N., 103° 47'.08E.
(a) 1°07'.0IN., 103° 46'.81E.
(b) 1° 06'.67N., 103° 45'.51E.
1° 06'.66N., 103° 44'.97E.
1° 06'.81N., 103° 44'45E.
1° 07'.45N., 103° 43'.27E.
(existing pipeline)
legend, Gas along (a)-(b) above



I1I

TEMPORARY AND PRELIMINARY NOTICES

282 (P) (14/03) SRILANKA — West Coast — Approaches to Colombo Harbour — Dredged area. Buoyage.
Radar beacon
Source: B.A. Notice 2873(P)/03

HJ/930/60

1. Mariners are advised that changes to the dredged depths and buoyage in the approach channels to Colombo
Harbour have recently taken place.

2. In the south entrance channel the buoys have been changed as follows:

a) A starboard-hand light-buoy, F1.G.10s No. 1, has been established in position 6° 58'.198N., 79° 49'.969E.
b) No. 2port-hand light-buoy (6° 58'.301IN., 79° 50'.093E.) has been replaced by a preferred channel to
starboard light-buoy, F1(2+1)R. 10s No.2 Racon (B), in position 6° 58'.284N., 79° 50'.114E.

c) A special light-buoy, F1.Y.5s No. 3, has been established in position 6° 57'.970N., 79° 50".161E.

d) A special light-buoy, F1.Y.5s No. 4, has been established in position 6° 57'.985N., 79° 50'.441E.

e) No. 3 starboard-hand light-buoy (6° 57'.563N., 79° 50'.505E.) has been re-designated No. 5.

f) No. 6 W. cardinal buoy (6° 57'.642N., 79° 50'.820E.) now exhibits a light, VQ.

3. The south entrance channel (6° 57'.90N., 79° 50'.40E. approx.) has been dredged to a depth of 16 metres.
4, A new north channel has been established. It is marked by the light-buoy in 2.b) above and the light-buoys as
follows:

a) A port-hand light-buoy, F1.R.8s No.8, in position 6° 58'.606N., 79° 50'.194E.
b) A starboard-hand light-buoy, F1.G.6s No.7, in position 6° 58'.147N., 79° 50'.704E.
¢) A port-hand light-buoy, FL.R.6s No.10, in position 6° 58'.439N., 79° 50'.874E.
d) A special light-buoy, F1.Y.5s No.9, in position 6° 57'.890N., 79° 50'.911E.
e) A port-hand light-buoy, F1.R.4s No.12, in position 6° 58'.152N., 79° 51'.198E.
f) A special light-buoy, F1.Y.5s No. 14, in position 6° 57'.891N., 79° 51'.182E.
5. A special buoy, No. 11, has been established in position 6° 59'.454N., 79° 50'.155E.

Charts affected: 2063

283 (P) (14/03) SINGAPORE STRAIT - Indonesia and Singapore — Pulau Pemping Besarto Jurong Island —
Submarine pipeline
Source: B.A. Notice 2766(P)/03
HJ/927/16
1. Mariners are advised that a submarine pipeline has been laid between the following positions:
1°10".150N., 103° 40".539E.
1°10".211N., 103° 40'.520E.
1°10".455N., 103° 40".403E.
1°10".716N., 103° 40'.333E.
1°10".987N., 103° 40'.330E.
1° 11'.259N., 103° 40'.330E.
1°11'.530N., 103° 40".328E.
1° 11.801N., 103° 40'.328E.
1°12".068N., 103° 40'.373E.
1° 12'319N., 103° 40'.476E.
1°12".553N., 103° 40".612E.
1° 12".787N., 103° 40'.748E.
1° 13'.012N., 103° 40'.899E.
1°13".196N., 103° 41'.096E.
1° 13'.369N., 103° 41'.303E.
1° 13'.552N., 103° 41'.502E.
1° 13'.774N., 103° 41'.656E.
1° 14.016N., 103° 41'.777E.
1° 14'.281N., 103° 41'.833E.

10
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283 (P) (14/03) SINGAPORE STRAIT - Indonesia and Singapore — Pulau Pemping Besarto Jurong Island —
Submarine pipeline (continued)
1° 14'.551N., 103° 41'.849E.
1°14'.822N., 103° 41'.867E.
1° 15'.093N., 103° 41'.883E.
2. Mariners are advised to navigate with caution in this area.
3. Former INM 66(P)/02 is cancelled.
Charts affected: B.A. 4030 — 4031 — 4032

11
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MARINE INFORMATION
NAME OF THE PORT OKHA
GENERAL REMARKS
Principal activities and trade 10,000
Latest population figures and date
Number of ships and tonnage handled per year 70 — 80 ships
Maximum size of vessel handled. 2,000 — 35,000

Copy of Port Handbook
if available.

ANCHORAGES
Designation, depth, holding ground, shelter
afforded.

PILOTAGE

Authority for requests.
Embarkation position
Regulations.

DIRECTIONS

Entry and berthing information.
Tidal Streams.
Navigational aids.

TUGS
Number available and max. hp.

WHARVES

Length, depth alongside facilities available.

CARGO HANDLING

Containers, lighters, roll on/ roll off, etc.
CRANES

Brief details and max. capacity
REPAIRS

Hull machinery and underwater.

Ship and boat yards.

Docking or shipping facilities.

Give size of vessels handled or dimensions.
Hards and ramps.

Divers.

12

35,000, Ship’s gear (Crane & Grabs)

One anchorage 2 miles Last 30yrs no dredging
soft mud & sand, hard rock  done.

Compulsory/Only during day.
4 cables north of No. one port hand buoy.

3-4 Kts, Current varies at places.
Eddies formed.
Only buoys & Samyani Light buoys are unlit.

2 Tugs available.
3400 BHP
1700 BHP

2 jetty, Can accommodate 04 vessels.
180m sayazipiers, 158m DCP (Dry Cargo)
Water connection only at one point (Sayazi west sides)

Big vessels

Three mobile cranes (02 presently non-ops)
One

Not available



11.

12.

13.

14.

15.

RESCUE AND DISTRESS

Salvage, lifeboat, coastguard etc.

SUPPLIES

Fuel with type and quantities available.
Freshwater and rate of supply.
Provisions.

SERVICES

Medical.

De-rating.

Consuls.

Ship chandlery, compass.

Adjustment, tank cleaning, hull painting.
COMMUNICTIONS

Road, rail and air services available.
Nearest airport or airfield.

Port radio and information service with

frequencies and hours of operating.

PORT AUTHORITY

Designation, address and telephone number.

v

13

Coast Guards
Port authorities

Fuelling facilities available.
Fresh water available.

Available in local market.

Only in Mithapur. Ambulance available 24 hrs.

Not available.

Air not available

Channel 16/24 hrs.

The Port Office
Port Okha

Okha, PB No. 17,
Gujarat-361350
Tel - 62001

Fax - 62002
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MARINE INFORMATION

NAME OF THE PORT
GENERAL REMARKS

Principal activities and trade

Number of ships and tonnage handled per year

Maximum size of vessel handled.

Copy of Port Handbook
if available.

ANCHORAGES
Designation, depth, holding ground, shelter
afforded.

PILOTAGE
Authority for requests.
Embarkation position
Regulations.

DIRECTIONS

Entry and berthing information.
Tidal Streams.
Navigational aids.

TUGS
Number available and max. hp.

WHARVES

Length, depth alongside facilities available.

CARGO HANDLING

Containers, lighters, roll on/ roll off, etc.

CRANES
Brief details and max. capacity

REPAIRS

Hull machinery and underwater.

Ship and boat yards.

Docking or shipping facilities.

Give size of vessels handled or dimensions.
Hards and ramps.

Divers.

VADINAR

Lighterage (LPO) 3851179 Lakh metric tons.

164 ships, 223.33599 Lakh metric tones of crude oil.

3 Lakh metric tones

Yes

3Nm N or NW of SBM. Bottom- Soft mud

depth SBM1 - 33.0m
depth SBM2 — 34.0m

Pilotage compulsory.

Embarkation 2.5 to 3 Nm N or NW of SBMs.
Pilotage 24 hrs available. Berthing in daylight only.

As depicted on chart.

Pull back tugs — 02
Mooring tugs — 04

One - 90.0 m
Depth alongside — 6.0 m

Only crude oil is handled.
Total 223.36 lakh metric tones

None.

Not available
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11.

12.

13.

14.

15.

RESCUE AND DISTRESS

Salvage, lifeboat, coastguard etc.

SUPPLIES

Fuel with type and quantities available.
Freshwater and rate of supply.
Provisions.

SERVICES

Medical.

De-rating.

Consuls.

Ship chandlery, compass adjustment
Tank cleaning, hull painting.
COMMUNICTIONS

Road, rail and air services available.
Nearest airport or airfield.

Port radio and information service with

frequencies and hours of operating.

PORT AUTHORITY

Designation, address and telephone number.

v
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One Coast Guard boat used to patrol SBM
No salvage and life boats.

NA
Supplied only to yard crafts alongside.

Only by agents.

At KPT colony 10 Kms from jetty.

None
None
None
Available

Highway No 25, Jamnagar Rly Stn, Jamnagar airport.
Jamnagar airport — 60.0 Kms

VHF Ch — 12 all 24 hrs

HF SSb frq — 3920KHz

Superintendent Engineer
Vadinar

KPT, Jamnagar distt

Tel No. +91-2833-56749
Fax No. +91-2833-56540
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NAVIGATIONAL WARNINGS

Refer to Notice No. 12 (Special Edition, Notice to Mariners — 1999). Navigational Warning pertaining to
Navigational Warning Area (NAVAREA VIII) is reproduced in this section. Text of NAVAREA VIII known to be
cancelled prior to the date indicated are not given. Serial numbers only of Navigational warnings in force, pertaining
to other NAVAREAS are given.

(1) Navarea I (N.E. Atlantic)
(15 July 2003)
245 Received

(2) Navarea II (E. Atlantic)
(15 July 2003)
Nil
(3) Navarea IIT (Mediterranean)

(15 July 2003)
499 Received

(4) Navarea IV (N.W. Atlantic)
(15 July 2003)
224 (11) Received

(5) Navarea V (W. Atlantic)
(15 July 2003)
Nil
(6) Navarea VI (S.W. Atlantic)
(15 July 2003)
Nil
(7) Navarea VII (S.E. Atlantic)

(15 July 2003)
100 Received

(8) Navarea VIII (Indian Ocean)
(15 July 2003)
371 Received

2003: 331 354 355 358 359 362 364 365 366 368 369 370
350 to 353. Cancelled.

354, India West Coast-Approaches to Mumbai. Charts 21 22 211 255292 INT 705 INT 706. Seismic survey in
progress by MV C-Explorer till 31 Jul 2003 in area bounded by: 18-56.5N., 72-20.7E; 18-59.4N., 072-28.9E; 18-
39.3N., 072-36.1E; 18-34.6N., 072-20.6E; 18-37.8N., 072-19.2E; 18-39.7N., 072-25.4E; 18-49.0N., 072-20.9E; 18-
54.8N., 072-20.6E; 18-55.0N., 072-21.3E. Vessel is towing 5000 metre long and 600 metre wide streamer cables. All
vessels operating in vicinity to keep well clear and exercise caution. Cancel this message on 01 Aug 2003.

355. Cancel Navarea 320 of 2003. India West Coast-Arabian Sea. Charts 21 22 212 256 INT 705 INT 706.
Seismic survey in progress by MV C-Orion till 31 Jul 2003 in area bounded by: 17-41.9N., 072-25.0E; 17-41.9N.,
072-34.9E; 17-35.0N., 072-34.9E; 17-35.0N., 072-25.0E. Vessel is towing 5000 metres long and 600 metres wide
streamer cable. All vessels operating in vicinity to keep well clear and exercise caution. Cancel this message on 01
Aug 2003.

356 to 361. Cancelled.

362. India East Coast-Approaches to Narasapur. Charts 31 32 355 INT 706. MT Havildar Abdul Hamid reported
man over board in position 16-19.0N., 082-05.0E. at 021500 UTC. All vessels in area to keep sharp lookout and
render assistance. Intimate sighting to MRCC Chennai

Tel:- +91 4425365361/25366206

Fax:- 25365437

E-mail:- isareast@md3.vsnl.net.in
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363.

364.

INM “C” 441907510

Cancelled.

Cancel navarea 306 and 307 of 2003. India West Coast. Charts 21 22 209 210 211 255256 292 INT 706.

Present position of Oil Rigs as on 08 Jul 2003 as follows:

(a) Pride Pennvania 18-38.8N., 072-14.9E.
(b) Hitdrill 19-21.9N., 071-12.7E.
(c) Kedarnath 20-26.5N., 071-36.4E.
(d) Trident-11 19-29.7N., 071-22.9E.
(e) CE Thornton 19-40.8N., 071-44.7E.
) JT Angel 19-19.9N., 071-20.0E.
(2) Frontier Ice 16-03.3N., 072-39.9E.
(1) PN III 19-25.6N., 071-16.2E.
(k) ED Holt 19-31.7N., 071-22.3E.
)] Ida 19-38.9N., 071-21.0E.
(m) Sagar Pragati 19-36.1N., 071-21.1E.
(n) Sagar Shakti 19-25.2N., 071-17.0E.
(0) Sagar Jyoti 18-40.4N., 072-21.5E.
(p) Sagar Ratna 19-36.6N., 071-22.9E.
) Sagar Kiran 18-45.2N., 072-18.0E.
(r) Sagar Laxmi 18-55.9N., 072-18.4E.
(s) Sagar Uday 19-31.1N., 071-16.0E.
) FGMC Clintok 19-22.1N., 071-26.1E.
(u) Pride West Virginia 19-21.9N., 071-19.6E.
v) Sagar Gaurav 18-47.2N., 072-19.5E.
(w) Trans Ocean Nordic 18-15.6N., 071-00.0E.
(x) ENSCO-54 21-01.9N., 072-33.3E.
y) DS Matdrill 20-51.1N., 071-59.5E.
Wide berth requested.

365. Cancel navarea 305 of 2003. India East Coast. Charts 31 32 355 INT 706. Rig Aban-II in position 16-
18.7N., 081-48.9E. Wide berth requested.

366. India West Coast — Mormugao. Charts 22 214 215 257 INT 706. Air to ground firing practice on land and sea
by air crafts between 0230 UTC and 1230 UTC from 14 Jul to 21 Jul 2003 in area bounded by: 15-13.0N., 073-
57.0E; 15-13.0N., 073-52.0E; 15-11.0N., 073-57.0E; 15-11.0N., 073-52.0E. Safe flying height is 3,500 metres. Cancel
this message on 22 Jul 2003.

367. Cancelled.

368. India West Coast - Pigeon Island. Charts 22 216 257 2072 INT 706. Firing exercise by Naval ships and
aircrafts between 0230 UTC and 1130 UTC from 15 Jul to 21 Jul 2003 on Pigeon Island.

Danger Area — circle of 25 NM radius around the position 14 —01.0N., 074 —19.6E. Safe flying height is 3,500
metres. Cancel this message on 22 Jul 2003.

369. India West Coast- Cochin. Charts 22 32 220 259 260 2004 2029 INT 706. Firing exercise by coast battery
between 0330 UTC and 1530 UTC on 15 Jul and 18 Jul 2003 in area bounded by: 09-57.6 N., 075-59.5 E; 09-57.7 N.,
076-14.2 E; 09-40.0 N., 076-14.5 E; 09-42.5 N., 076-09.5 E. Safe flying height is 10,000 metres. Cancel this message
on 19 Jul 2003.

370. India East Coast — Bay of Bengal. Charts 31 32 INT 706. Firing exercise by Naval ships from 151130 UTC
to 151830 UTC and 152330 UTC to 160500 UTC Jul 2003 in area bounded by: 16-15.0N., 084-15.0E; 16-15.0N.,
085-15.0E; 14-45.0N., 084-15.0E; 14-45.0N., 085-15.0E. Safe flying height is 22,000 metres. Cancel this message on
17 Jul 2003.

371. Cancelled.
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(9) Navarea IX (Persian Gulf, Red Sea, NW Arabian Sea)
(15 July 2003)
168 Received

(10) Navarea X (Australia, New Guinea)
(15 July 2003)
019 Received

(11) Navarea XI (Malacca Strait, China Sea, N. Pacific)
(15 July 2003)
0331 Received

(12) Navarea XII (N.E.Pacific)
(15 July 2003)
148 (18) Received

(13) Navarea XIII (N.W.Pacific)
(15 July 2003)
Nil
(14) Navarea XIV (S.W. Pacific)

(15 July 2003)
073 Received

(15) Navarea XV (S.E. Pacific)
(15 July 2003)
Nil
(16) Navarea X VI (E. Pacific)
(15 July 2003)
Nil
(17) Hydropacks
(15 July 2003)
966 (21, 83) Received

(18) Hydrolants
(15 July 2003)
1099 (55) Received
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F 062226

F 062227

F 1002

F 1212

F 12241

F 12271

-- MD-2

--MD-3

Puri

North Cinque Island.

N end

-Kobra Island

Rosen point

15 247
73 484

15 246
73 485

19 474
85 485

11 196
92 434

7173
93 503

65714
93 5661

*

FIR 3s

FIR 3s

FI(3) W 20s

FI'W 10s

FI(3) W 20s

Fl 10s

29

153

12

227

19

20

20

12

Dolphin

Dolphin

RCC cirular tower black
and white 5 bands
25

Rectangulamasonly tower
11

White mretal framework
tower, black bands
12

Squae masongy towerwith
G.| Trestle tower on top
21

*

(f1 0.11, ec 489%2, fl 0.11, ec 989
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