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II 
 

MARINER’S OBLIGATION AND A CHART MAKER’S PLEA 
 
 
 Observing changes at sea proactively and reporting them promptly to the concerned charting agency, is an 
obligation that all mariners owe to the entire maritime community towards SOLAS. Mariners are requested to notify the 
Chief Hydrographer to the Government of India at the above mentioned address/fax number/ E mail address immediately 
on discovering new or suspected dangers to navigation, changes/defects pertaining to navigational aids, and shortcomings 
in Indian charts/publications. The Hydrographic Note [Form IH – 102] is a convenient form to notify such changes. 
Specimen form is attached at Section IX with this notice. Also visit our website for downloading and filling up instructions 
for Hydrographic Note. 
 
 
 
 

 
 
Chief Hydrographer 
to the Government of India 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



III 
 

EXPLANATORY NOTES 
 
 

Corrections to Charts and Publications.      Section I comprises List of Charts affected by the notices contained in this 
edition. Whereas sections II and III contain information for correcting the charts and publications. Mariners should insist 
on corrected charts from their chart distributors/agents.  
  
 (a)   Geographical positions given are in the horizontal datum of the current edition of the chart, unless 
 otherwise stated. 
  
 (b)    Bearings are true, reckoned clockwise from 000° to 359°. Bearings to lights are from seaward.   
 
 (c)    Symbols referred to, are those shown on the chart INT 1 (5020).  
 
 (d)   Alterations to depth contours, deletion of depths to make way for new detail, etc; are not normally 
 mentioned, unless they have some navigational significance.  
 
 (e)    Blocks and notes, if any, accompanying the Notices in Sections II and III are placed after Section IX.  
 
Temporary and Preliminary Notices.        These are indicated by (T) and (P) respectively after the Notice number and 
are placed in Section III . Sl Nos. of those in force are published quarterly on 01

 

Jan, 01 Apr, 01 Jul and 01 Oct, and their 
text is published in Annual Edition of Indian Notices to Mariners. They should be inserted in pencil, by the user, on receipt.  

Source of Information.       A star preceding the number of a Notice indicates that the notice is promulgated by INHO 
based on original information received.      

Sailing Directions.       Corrections for the Sailing Directions (Pilots) are given in Section VI.  

Lights.        Corrections to Indian List of Lights are given in Section VII, where affected Light List number is quoted. 
  

(a)  These corrections should be incorporated as per instructions given on page XI of the List of Lights.  
 
(b)  Such correction notices to list of lights may be published in either an earlier or a later Edition of N to  M 
than the Edition containing the Notice to the chart correction.  
 

 (c)     The range of a light given is its nominal range. Its geographical range is given in parenthesis only if it is less 
than the nominal range.  
 
(d)    A star indicates that the corresponding field is to be amended and all stars indicate that new light is to  be 
inserted.  

 
Radio Signals.       The corrections in Section VIII should be cut and pasted in the appropriate volume of the List of Radio 
Signals.  

Radio Navigational Warnings. 
 

(a)   These are broadcast as serially numbered NAVAREA warnings by the concerned NAVAREA coordinator 
through GMDSS and Area Radio Broadcasts.  
 
(b)    They contain important information affecting navigational safety, which cannot await the publication  of the 
next edition of N to M.  
 
(c)      It should be borne in mind that they may be based on reports which cannot always be verified before 
promulgation.  
 
(d)    It is therefore necessary to be selective, and promulgate only the more important warnings to avoid  over 
loading users; the less important information is included in the forthcoming edition of N to M or the 
Chart/publication concerned.  

 

 

 



IV 
 
Laws and Regulations.      While in the interest of the safety of shipping, the Hydrographic Office makes every endeavor 
to include in its publications details of the laws and regulations of all countries pertaining to navigation, it must be clearly 
understood: -  

(a)      That no liability whatsoever can be accepted for failure to publish  details of any  particular law or regulation  
 
and 
 
 (b)        That publication of details of a law or regulation is solely for the safety and convenience of shipping and 
implies no recognition of the International validity of the law or regulation. 

 
Correction of Charts and Publications by the Users.       Notices to Mariners contain important information concerning 
safety of navigation at sea, hence, they should be used to keep the specified charts and publications up-to-date.  

Reliance on Charts and Associated Publications.        While every effort is made by the Hydrographic Office to ensure 
the accuracy of the information on Charts and Publications before they are published, it should be appreciated that it may 
not always be complete and up-to-date. The mariner must be the final judge for the reliance he can place on the infor-
mation available, bearing in mind his particular circumstances, local pilotage guidance and judicious use of available 
navigational aids.   

Use of Global Positioning System (WGS 84) positions. 
  
 (a)     The positions of hydrographic objects shown on most of the Indian charts and publications are in Everest 

datum. However, the positions of vessels obtained from Global Positioning System (GPS) are on World Geodetic 
System 1984 datum. There will always exist a difference in the position values obtained by visual fixing (Everest 
Datum) and GPS position (WGS 84 datum).  

  
 (b) Wherever these differences have been ascertained, their average values are published as a Cautionary 

Note on the chart concerned, as shifts in Latitude and Longitude. Whilst plotting GPS positions on charts, the shift 
values as given on the chart must be applied, before making any assessment of the navigational situation vis-à-vis 
the other charted information.  

 
(c)    These datum shift values are not uniform, particularly in areas off Andaman and Nicobar and Lakshadweep 
Islands, as these places are not linked to mainland network (Everest datum). Mariners are  advised to use alternate 
source of position information such as Visual or Radar, particularly when closing the shore or navigating in the 
vicinity of dangers.  

 
Source Data on Charts.        All Indian charts contain specific information on their source of hydrographic data. In areas 
where the source data is very old, incomplete and less reliable, the mariner must use such charts with prudence. Mariner 
should always use the largest scale charts available for the area. Apart from being the most detailed, the larger scale charts 
are usually corrected first. Hydrographic information may be sparse on small scale charts. On such charts, a charted shoal 
may be in error as regards position, least depth and extent. Uncharted dangers may also exist, particularly in areas away 
from well-established routes. Mariners must exercise due caution.  

Further Guidance.        The Mariner’s Hand Book (NP 100) gives full explanation on the use of charts and the type of 
information contained on charts. In their own interest, all users of charts should refer to it.  



V 
 

NEWLY PUBLISHED INDIAN CHARTS, ENCs AND PUBLICATION 
 
 
1. The new Indian Chart that is available for mariners in the market is as follows:- 
 

Chart No. 
Date of 

Publication 
Title, Limits & Description Scale Folio Price 

403 
(INT7437) 

31-10-2011 

STEWART SOUND TO 
ELPHINSTONE HR. 

Limits 
12 15’.00N;   92 10’.00E. 
13 06’.00N;   93 30’.00E. 

1,50,000 6 Rs. 1527.00 

 
2. The edition new Indian Charts that are available for mariners in the market are as follows:- 
 

Chart No. 
Date of 

Publication 
Title, Limits & Description Scale Folio Price 

2029 
(INT7358) 

15-11-2011 

APPROACHES TO KOCHI 
Limits 

09 43’.90N;   75 57’.00E. 
10 15’.00N;   76 18’.00E. 

60,000 3 Rs. 1527.00 

357 
(INT7397) 

31-10-2011 

POINT CALIMERE TO 
CHENNAI 

Limits 
10 15’.00N;   79 35’.00E. 
13 08’.00N;   81 22’.00E. 

3,00,000 5 Rs. 1527.00 

 
3.  The Indian Charts permanently withdrawn are as follows:-  
 

Chart No. 
Date of 

Publication 
Title 

On Publication 
of New Chart / 

Edition 

Date of 
Publication 

2029 
(INT7358) 

15-10-2005 APPROACHES TO KOCHI 
2029 

(INT7358) 
15-11-2011 

357 
INT(7397) 

31-05-2002 
POINT CALIMERE TO CHENNAI 

(MADRAS) 
357 

(INT7397) 
31-10-2011 

403 31-07-2003 
STEWART SOUND TO 

ELPHINSTONE HR. 
403 

(INT7437) 
31-10-2011 

 
4. The forthcoming Indian Charts are as follows:- 
 

Chart No Title  Scale Remarks 

211 SATPATI TO MURUD JANJIRA 1,50,000 New Edition 

2033 
(INT7341) 

SIKKA CREEK, SIKKA CHANNEL 12,500 New Chart 

2106 MUNDRA PORT 12,500 New Chart 

2107 MUNDRA PORT – WEST BASIN 12,500 New Chart 

2034 
(INT7349) 

HAZIRA PORT 10,000 New Chart 

2083 
(INT7339) 

APPROACHES TO SIKKA 37,500 
New Chart 

RELIANCE TANKER BIRTHS 5,000 

3038 APPROACHES TO DHARMA PORT 25,000 New Chart 

 
 



VI 
 

Availability of ENCs. 
 
 The complete folios of Official Indian ENCs are distributed worldwide through JEPPESEN MARINE 
(formerly C-MAP), UKHO and Norwegian Hydrographic Service. UKHO distributes Indian ENCs through the 
world wide network of their agents and distributors. Updates are also made available as per the existing policy 
of the distributor. Mariners and other ENC users may contact the under mentioned for further details: 
 
The Chief Hydrographer  
  to the  Government of India 
National Hydrographic Office 
107-A, Rajpur Road  
Dehradun- 248001 
Uttarakhand, India   
Tele: +91-135- 2747365, Fax: +91-135-2748373 
Email:  inho-navy@nic.in 
 msis-inho-navy@nic.in 
 sales-inho-navy@nic.in  
Website: www.hydrobharat.nic.in 

Director,  
JEPPESEN MARINE 
Jeppesen India Pvt. Ltd. 
505, Raheja Arcade, 
Sector-11, CBD Belapur, 
Navi Mumbai 400614 
India 
Ph: 91-22- 65103668 
Fax: 91- 22- 67939504 
Email: info@c-map.co.in 
Website: www.c-map.co.in 

United Kingdom Hydrographic Office 
Admiralty Way, Taunton, Somerset 
TA1 2DN, UK 
Tel: +44 (0) 1823 337900 
Fax: +44 (0) 1823 330561, 1823 284077 
Telex: 46274 
Email: helpdesk@ukho.gov.uk 
Web site: www.ukho.gov.uk 

Director General 
Norwegian Hydrographic Service,  
Postbox 60, 4001  
Stavanger  
Telephone - +47 - 51 85 87 00 
Fax - + 47 - 51 85 87 08  
E-mail:-gerry.larsson-fedde@statkart.no 
Website: - www.primar.org 

 



1.1 
 

SECTION – I 
 
 

The lists of charts affected by the Notices 052 to 059 contained in this edition are as follows:  
 
 

CHART NUMBER FOLIO NO. NOTICE NO. 

203(INT7319) 2 054 

262 4 053 

288 1 056 

317 4 053 

358(INT7394) 1 053 

2002(INT7351) 3 058(P) 

2004(INT7359) 3 055, 057(P) 

2018(INT7321) 2 054 

2029(INT7358) 3 055 

2045(INT7360) 3 055, 057(P) 

2052(INT7350) 3 058(P) 

2053 3 052 

2080 2 054 

3028 5 059(P) 

 



 

2. 1 

SECTION – II 
PERMANENT NOTICES 

 
 

*052/(02/12) INDIA – WEST COAST – Beypore – Wreck. 

Source: INM 242/11. 

(HJ/1030/14) 

Chart 2053 [previous update NE 31 Oct 11]  

Delete   11° 09 ·́59N., 75° 46´·91E. 

 
 

*053/(02/12) INDIA – SOUTH EAST COAST – Adam’s Bridge southwards – Obstructions. 

Source: DCI, Visakhapatnam. 

(HJ/930/90) 

Chart 358(INT7394) [previous update 248/10]  

Insert  Obstns PA  9° 04 ·́19N., 79° 29´·29E. 

Chart 262 [previous update 273/10]  

Insert  Obstns PA  9° 04 ·́19N., 79° 29´·29E. 

Chart 317 [previous update 221/10]  

Insert  Obstns PA  9° 04 ·́19N., 79° 29´·29E. 

 !" #$%&#'()*+,-(.#/0#1231"44"56#

 
 

*054/(02/12) INDIA – WEST COAST – Gulf of Kachchh – Approaches to Kandla Port – Foul Ground. 

Source: MV Jag Ravi. 

(HJ/1130/29) 

Chart 203(INT7319) [previous update 032/12]  

Insert   22° 47 ·́13N., 70° 03´·10E. 

Chart 2080 [previous update 032/12]  

Insert   22° 47 ·́17N., 70° 03´·09E. 

Chart 2018(INT7321) [previous update 115/10]  

Insert   22° 47 ·́17N., 70° 03´·09E. 

 
 

*055/(02/12) INDIA – WEST COAST – Approaches to Kochi – Kochi Port – Legends. Dredged Channel 
Limits. Buoy. Depths. Depth Contours. Dredging Area Limits. 

Source: Chart 2045(INT7360) & Cochin Port Trust. 

(HJ/930/93) 

Chart 2029(INT7358) [previous update NE 15 Nov 11]  

Insert dredging area, pecked line, joining:  09° 58 ·́36N., 76° 14´·79E. 
 (existing channel limit) 

   09° 58 ·́59N., 76° 14´·96E. 

   and 

   09° 58 ·́73N., 76° 15´·29E. 

  
 09° 58 ·́50N., 76° 15´·43E. 
 (existing channel limit) 

Delete legend, “STS Lightrage Area” , centered on:  09° 59 ·́76N., 76° 02´·50E. 

 Legend, “Works in Progress” , centered on:  09° 58 ·́78N., 76° 15´·23E. 

 dredged channel limit, pecked line, joining:   09° 58 ·́43N., 76° 15´·09E. 

   09° 58 ·́28N., 76° 15´·11E. 

 
 
 



 

2. 2 

*055/(02/12) INDIA – WEST COAST – Approaches to Kochi – Kochi Port – Legends. Dredged Channel 
Limits. Buoy. Depths. Depth Contours. Dredging Area Limits. (Continued) 

  
Chart 2004(INT7359) [previous update 100/11]  
Insert dredged channel limit, pecked line, joining: (a) 09° 58 ·́24N., 76° 14´·88E. 
  (b) 09° 58 ·́19N., 76° 15´·11E. 
  (c) 09° 58 ·́17N., 76° 15´·13E. 
   and 
  (d) 09° 58 ·́16N., 76° 15´·37E. 
  (e) 09° 58 ·́21N., 76° 15´·29E. 
  (f) 09° 58 ·́26N., 76° 15´·27E. 
  (g) 09° 58 ·́29N., 76° 15´·27E. 
  (h) 09° 58 ·́31N., 76° 15´·29E. 
   and 
  (j) 09° 58 ·́28N., 76° 15´·74E. 
  (k) 09° 58 ·́15N., 76° 15´·85E. (shore) 
   and 
  (l) 09° 58 ·́20N., 76° 15´·99E. 
  (m) 09° 58 ·́05N., 76° 16´·12E. (shore) 
   and 
   09° 58 ·́25N., 76° 16´·36E. 
  (n) 09° 57 ·́99N., 76° 16´·34E. 
  (o) 09° 57 ·́99N., 76° 16´·28E. (shore) 
 legend, “Maintained depth 10,75m” , centered on:  09° 58 ·́20N., 76° 15´·91E. 
 legend, “Maintained depth 11,0m” , centered on:  09° 58 ·́05N., 76° 16´·47E. 
 legend, “Dredging in progress (2011)” , centered on:  09° 58 ·́56N., 76° 15´·12E. 
 dredging area, pecked line, joining:  09° 58 ·́73N., 76° 15´·28E. (shore) 
   09° 58 ·́73N., 76° 15´·29E. 
   09° 58 ·́50N., 76° 15´·43E. 
   and 
  (p) 09° 58 ·́36N., 76° 14´·79E. 
   09° 58 ·́59N., 76° 14´·96E. 
   09° 58 ·́60N., 76° 14´·98E. 
Amend legend to, “Maintained depth 13.2m” , centered on:  09° 57 ·́93N., 76° 10´·21E. 
   09° 58 ·́13N., 76° 13´·23E. 
   09° 58 ·́23N., 76° 14´·70E. 
Substitute legend, “Maintained depth 10,75m” , for “Maintained 

depth 10,75m (Sep to May)” ,centered on:  09° 58 ·́02N., 76° 15´·46E. 
 legend, “Maintained depth 9,75m” , for “Maintained 

depth 9,75m (Sep to May)” ,centered on:  09° 57 ·́51N., 76° 15´·85E. 
 legend, “Maintained depth 9,75m” , for “Maintained 

depth 8,5m (Sep to May)” ,centered on:  09° 57 ·́85N., 76° 16´·75E. 

Move  
Fl.R.3s 
V2 

, from:  09° 58 ·́36N., 76° 14´·84E. 

 to:  (p) above 
Delete dredged channel limit, pecked line, joining:  09° 58 ·́43N., 76° 15´·09E. 
   09° 58 ·́28N., 76° 15´·11E. 
   and 
   (c) above 
   (d) above 
   and 
   (l) above 
  (q)  09° 58 ·́15N., 76° 16´·15E. 
   (n) above 

 
depths and depth contours, within the area bounded 
by:  (a) – (h) above 

   (j), (k), (o), (n) and (q) above 
 legend, “Works in Progress (2010)” , centered on:  09° 58 ·́72N., 76° 15´·11E. 

 
 
 
 


